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UHF FULL BAND MAGNETIC MOBILE ANTENNA technical dataMALE SMA CONNECTOR

The AP4050 antenna optimizes equipment performance for mobile
communication systems in the GSM (850-900 MHz and 1800-1900 MHz), 3G
(850-900 MHz, 1700-1900 MHz and 2000-2100 MHz), 4G (700-900 MHz,
1800-2000 MHz and 2500-2700 MHz) and 5G (700 MHz, 2300-2400 MHz and
3300-3700 MHz) bands with VSWR ≤ 2:1. This antenna also serves
communication systems operating in the ISM band, such as LoRa (902-908 MHz
and 915-928 MHz), Zigbee (2400-2500 MHz), Wi-Fi (2400-2500 MHz),
Bluetooth (2400-2500 MHz) and even applications reaching up to 6GHz. The
product is compatible with all trackers and all mobile carriers. It is ideal for
portable stations, offering versatility and excellent cost-effectiveness. It is made of
stainless steel, polished brass and UV-protected polymer. The cable is built directly
into the antenna base and the rod is flexible, allowing use under severe
conditions. On top of all this, it has a galvanized steel magnetic base with black
epoxy paint, whose magnetic pull can hold up to 14Kg. A non-slip UV-protected
rubber completes the base assembly.

SPECIFICATIONS GAIN
(dBi)

FREQUENCY
(MHz)

FREQUENCY 600 - 6000 MHz
OMNIDIRECTIONALPATTERN

POLARIZATION
MAXIMUM POWER
IMPEDANCE

HEIGHT
WEIGHT

CABLE
MALE SMACONNECTOR

IMPORTANT
The antenna must be installed on a flat metal
surface with a radius of at least 1/4 wave plus 5%
at the desired frequency. For best results, always
use a VSWR meter (WATTMETER). The reflected
signal must not exceed 1,5:1 or 4% of the forward
power.

This antenna is available in the following versions:
AP4050 - UHF Full Band Magnetic Mobile Antenna, male SMA connector AP4051
- UHF Full Band Magnetic Mobile Antenna, reverse male SMA connector

EXAMPLE:
See below the VSWR chart of the AP4050 antenna.

Antenna pivot with knurled finish
and hex key socket for better
fastening.

Cable injected directly into
the whip pivot.

Non-slip rubber with UV
protection.

Frequency (GHz)
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